
Hour counters
Hour counters, DIN-rail, analogue

34

taxxo 403

Description

	- Hour counters with synchronous motor drive

	- Distributor installation device with snap-on 
mounting for 35 mm DIN rail

	- Top mounting with additional terminal cover 
plate, sealable

	- Control panel installation with optional mounting 
kit

	- Contact protection to comply with accident 
prevention regulation BGV A3

	- Captive terminal screws

Product selection
Type of installation Operating voltage Type Item no.

DIN-rail 120 V, 50 Hz taxxo 403 05.21.0002.1

400 V, 50 Hz taxxo 403 05.21.0006.1

230 V, 50 Hz taxxo 403 05.21.0001.1

230 V, 60 Hz taxxo 403 05.21.0005.1
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Technical data

taxxo 403 - 05.21.0002.1 taxxo 403 - 05.21.0006.1 taxxo 403 - 05.21.0001.1 taxxo 403 - 05.21.0005.1

Operating voltage 120 V AC 400 V AC 230 V AC

Frequency 50 Hz 60 Hz

Width 2 modules

Type of installation DIN-rail

Front plate size 35 x 45 mm

Counting range 99,999.9 hours without reset

Protection rating IP 65 for the housing/IP 20 for the terminals

Protection class II as per EN 60 335-1

Ambient temperature –10 °C to +70 °C

Connection examples

1 4 2
(+) (–)

Pin 1 + 4 = Versorgungsspannung

1 = DC „–“ (GND) oder AC
2 = Zeit- bzw. Impulszählereingang
4 = DC „+“ oder AC

(+/~) (–/~)


